
POLYTRAP 125

Grease Trap Requirements as set out in Acceptable Solution G13/AS2

A grease trap shall be provided for any waste pipe servicing a sink(s) where the foul water 
discharges to a soak pit, in buildings other than housing, grease traps shall be provided 
where waste is likely to convey grease. The capacity of a grease trap shal
the capacity of all sanitary appliances discharging into it and in no case less than 100 litres 
in capacity. The installation must meet AS2/ 3.4 

Installation Instructions for Below Ground Level

1. This trap is designed to work under a commercial kitchen bench it comes per 
assembled with all fittings and air tight lids

2. Grease Trap is sized at 
be fixed to by using a 

3. The Inlet height is set at 
discharging into the gre
tank 

4. When placing trap ensure the f

5. If possible fit grease trap directly under sink 
easily accessible for cleaning

6. Traps inlet and outlet piping runs right through. 
you can chose to have inlet and outlet on same side or 
Inlet/Outlet location determined

7. It is important to note that the height of the outlet determines the water level within 
the grease trap, in the case of the Polytrap 
at 356mm from bottom of tank

8. It is important the grease trap is filled with water to service level 
leaking around Wallace

 

 

5L Under Bench INSTALLATION 
INSTRUCTIONS 

Grease Trap Requirements as set out in Acceptable Solution G13/AS2

A grease trap shall be provided for any waste pipe servicing a sink(s) where the foul water 
discharges to a soak pit, in buildings other than housing, grease traps shall be provided 
where waste is likely to convey grease. The capacity of a grease trap shal
the capacity of all sanitary appliances discharging into it and in no case less than 100 litres 
in capacity. The installation must meet AS2/ 3.4 - 3.4.7. 

Installation Instructions for Below Ground Level 

This trap is designed to work under a commercial kitchen bench it comes per 
led with all fittings and air tight lids. 

ized at 125 Litres, both the inlet and outlet come standard and can 
50mm PVC Rubber Connector or glue joiners

The Inlet height is set at 356mm from bottom of tank  All sanitary fixture waste outlets 
discharging into the grease trap must be not be lower than 556mm from bottom of 

When placing trap ensure the floor under bench must be clear and level

possible fit grease trap directly under sink but please ensure that the screw lids are 
ly accessible for cleaning. 

Traps inlet and outlet piping runs right through. This is to allow ease of 
you can chose to have inlet and outlet on same side or opposite side

determined cap off other end of PVC pipe with

s important to note that the height of the outlet determines the water level within 
p, in the case of the Polytrap 125 under bench the outlet height is fixed 

mm from bottom of tank 

It is important the grease trap is filled with water to service level and checked for 
Wallace seals. 

 

INSTALLATION 

Grease Trap Requirements as set out in Acceptable Solution G13/AS2 

A grease trap shall be provided for any waste pipe servicing a sink(s) where the foul water 
discharges to a soak pit, in buildings other than housing, grease traps shall be provided 
where waste is likely to convey grease. The capacity of a grease trap shall be at least twice 
the capacity of all sanitary appliances discharging into it and in no case less than 100 litres 

This trap is designed to work under a commercial kitchen bench it comes per 

both the inlet and outlet come standard and can 
or glue joiners. 

fixture waste outlets 
mm from bottom of 

loor under bench must be clear and level. 

please ensure that the screw lids are 

to allow ease of installation 
side. Once 

 caps provided. 

s important to note that the height of the outlet determines the water level within 
the outlet height is fixed 

and checked for 



 

 


